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1. Click the Exhibit button.

In the exhibit, you configure NAT-src to translate traffic from the Corporate zone to the Internet zone and do not
specify a DIP.

Which address will be used as the outbound source address?

A. 143.45.56.1

B. 143.45.56.254

C. NAT-src requires a DIP

D. the original source address

Answer: A

2. Which two statements are accurate about tunnel mode? (Choose two.)

A. In tunnel mode the IPSec header precedes the original IP header.

B. Tunnel mode is required in IPSec networks where ESP packets are used.

C. Tunnel mode is the default mode of operation for IPSec in ScreenOS devices.

D. Tunnel mode can only be used when operating between IPSec security gateways.
Answer: AC

3. In the packet flow decision process, which pair identifies interzone traffic?
A. source and destination MAC

B. source and destination interface

C. source and destination TCP port

D. source and destination IP address

Answer: B

4. What are the advantages of multiple virtual routers on a NetScreen device?

A. It creates more secure routing tables that are simpler to administer

B. It reduces packet-forwarding overhead associated with layer-3 operations

C. It increases the number of possible routing table entries per NetScreen device

D. It makes it possible to forward traffic between security zones without a policy lookup
Answer: A

5. What is the default mode for an interface in the trust zone?
A. NAT

B. route

C. Layer 2

D. Layer 3

E. transparent

Answer: A






